
OPTIONS CODE 

Electric hot cupboard 4xGN2/1 in base 3-400V+N+E/2,25 kW-therm. 0-30/110°C V00826 

Hinged doors for open base V01576 

Electric spark ignition 1-230V+E/0,002 kW V01013 

S/S rear panel fitted in factory W : 840 x H: 645 mm V01182 
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                                                  Summary  

Dimensions (W x D x H) :  
850 x 900 x 900 mm 
Power : 12 kW (gas) 
Voltage/Electric p. :   

Weight :   DEVICE DESCRIPTION 

OPEN BASE 

1 baking tray : 

. Cast iron solid top measuring 845 x 600 mm with buffer. 

. "crown" burner rated 12kW, with flame failure safety 

cut out thermocouple ‐ "stop ‐ igni on ‐ full fire ‐ idle" valve with backlash adjustment. 

. Removable refractory elements in stainless steel formwork. 

Base : 

. Open bay with 18‐10 stainless steel floor removable in 2 parts. 

ACCESSORIES CODE 

S/S clip on plinth panels H : 170 mm for standard legs V01187 

    

    

    

Energy : 

GAS 

Code : 

V01538 

Designation :  

B-G1PL 

General description   

 Natural gas flow  G20/20 :  

1,27 

Propane gas flow  G31/37 :  

0,93 

Chassis : 
Support frame in AISI 304 stainless 
steel, thickness 15 to 30/10, assem-
bled by high intensity electric welds 
and lower rear release for passage of 
cables and supply tubes.  
Top : 
Top (frame) in AISI 304 stainless steel, 
30/10 thick, with 55 mm front flanged 
edge and plywood. 
Base : 
Feet, height 200 mm, in AISI 304 stain-
less steel tube, diameter 60 mm with 
adjustable bases (0 / + 30). 



CHARVET 
1170 rue principale ‐ BP3 ‐ 38850 Charavines ‐ FRANCE  

Tél: +33 (0)4 76 06 64 22 ‐ info@charvet.fr  
www.charvet.fr 


